Which Furnace for which Process?

Melting

- Gas-fired tilting furnaces
  - page 8
- Gas-fired tilting furnaces with recuperative burner
  - page 11
- Electrically heated tilting furnaces to 1300 °C
  - page 12
- Tilting furnaces and bale-out furnaces (SiC-rod-heated) to 1450 °C
  - page 20
- Tilting furnaces with electrohydraulic lifting platforms
- Melting furnaces for heavy metals or magnesium
  - page 30/31

Melting and Holding

- Gas-fired tilting furnaces
  - page 11
- Electr...
Heat Treatment of Forms and Cast Pieces

Dewaxing, Thermal Decoring/Cleaning
- Electrically heated cleaning furnaces for riser tubes page 33
- Chamber ovens page 34
- Forced convection chamber page 38/40
- Forced convection bogie hearth furnaces page 44
- Chamber ovens, including safety technology according to EN 1539 (NFPA 86), page 55
- Gas-fired chamber furnaces for heat cleaning page 56/57
- Dewaxing furnaces page 58/59

Pre-Heating, Drying
- Chamber ovens, including safety technology according to EN 1539 (NFPA 86), pages 34 + 55
- Forced convection chamber page 38/40
- Forced convection bogie-hearth furnaces page 44
- Pit-type/top-loading furnaces with or without air circulation, page 46/47
- Rotary hearth furnaces page 66
- Continuous furnaces page 70

Debinding, Sintering

Exhaust Gas Cleaning Systems, Energy Efficiency Concepts
- Catalytic post combustion systems page 64
- Thermal post combustion systems page 65
- Exhaust torch page 65
- Energy efficiency technology page 83

Please order our “Advanced Materials” catalog which contains a large number of solutions for debinding and sintering!